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1. SAFETY PRECAUTIONS

RISK OF ELECTRIC SHOCK. '
DO NOT OPEN! ®

CAUTION :
TO REDUCE THE RISK OF ELECTRICAL SHOCK,
DO NOT OPEN COVERS (OR BACK).
NO USER SERVICEABLE PARTS INSIDE.
REFER SERVICING TO QUALIFIED
SERVICE PERSONNEL.
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A WARNING: This symbol is intended to alert the user to thesence of un-insulated
“ dangerous voltage”.

ZB CAUTION: This symbol is intended to alert the user to preseof important operating
and maintenance (Servicing) instructions in trexditure accompanying the appliance.

E Disposal of Old Electrical & Electronic Equipment (Applicable in the European
HE Union and other European countries with separate dection systems).

This symbol on the product or on its packagingdatks that this product shall not be treated as
household waste. Instead it shall be handed ovehdoapplicable collection point for the
recycling of electrical and electronic equipmeni Bnsuring this product is disposed of
correctly, you will help prevent potential negaticensequences for the environment and
human health, which could otherwise be caused &ypropriate waste handling of this product.
The recycling of materials will help to conservetural resources. For more detailed
information about recycling of this product, pleasentact your local city office , your
household waste disposal service or the shop whergurchased the product.

The power cord is the main power connection. Tleegfconstantly plug and unplug of the
power cord might result in malfunction of the protu

Do not install the product in an environment wherethe humidity is high.
Unless the product is waterproof or weatherprotiferwise it can cause the image quality to be
poor..

Do not drop the product or subject them to physicakhocks.
Except for vandal-proof or shockproof produ@therwise it will result malfunctions to occur.

Never keep the product to direct strong light.
It can damage the product.

Do not spill liquid of any kind on the product.
If it gets wet, wipe it dry immediately. Alcohol tweverage can contain minerals that corrode
the electronic components.

Do not expose to extreme temperatures.
Use the product at temperatures within 5- 40: .




2. INTRODUCTION

2.1 Product Introduction

The product is perfect for office safety, pemsel home security, public
environments, industry surveillance, school, anaisoQuick and simple installation
is the best choice for your own ultimate protection

The sate-of-art 4-channel M-JPEG Network (omld digital video recording,
enables monitoring simply through internet. Repatiee old conventional video
recorders and supports Chinese user interface.gUsime and event to playback
recorded materials, efficient live recording andyplack function, supports ATA hard
disk and network transmission, and enables netweriote control. The administrator
can freely setup administrator password to preasyt user randomly changing the
setup.

2.2 Application

Security:

ATM (auto teller machine), bank, gas station, stwg parking lot.

Factory/ Office:

Factory, warehouse, remote technology support, ecenfe room, and outdoor
parking lot.

Education/ Military/ Government Organization:

Important facilities, important areas, rapid trasgstem, and railroad safety.
Recreation/ Activities:

Sports and news broadcast.

Home:

Elevator, doorway, community safety, and hotels.

Hospital/ Kindergarten:

Hospital and isolated ward, home for the aged, ekgaiten, and baby nourishing
center.




3. FEATURES

Video system auto detection
Auto detects video input (NTSC/ PAL) and suppodmbine use of color and b/w
cameras.
Supports high quality digital video recording
Adopts M-JPEG compression technology (NTSC: 30Rad.: 25fps).
Video Size
Video Resolution
* NTSC: 640x 224
* PAL: 640x 272
Monitoring Resolution
* NTSC: 720x 480
* PAL: 720x 576
Replaces the conventional VCR.
Stores video on hard disks instead of VCR tapeth) large disk capacity, there is
no need to replace the recording medium.
Built-in motion detection function.
Motion detection sensitivity rate may be setup umdetion detection function.
High efficient event recording, saving storage cajty.
Motion detection function enables recording onlyewhsystem detects motion,
thus increases the amount of time available fapnding.
Easy access to the desired record.
Time & date search supports instant retrieval aiges and alarm event search
makes searching simpler.
Live monitoring through internet from anywhere (optional).
Built-in TCP/ IP network interface (auto detectsl@witches to 10/ 100Base T).




4. PACKING LIST

Check to make sure all of the items shown below iactuded in your product
package. If something is missing, contact youreleas soon as possible.

Item Description Item Picture QTY

DVR 1

DC 12V/410mA Power Adapte

Input: AC 100~240V 1

Output: DC 12V/410mA

Power Cord 1

CD-ROM 1
Digital Video Recorder

Quick Guide 1
'i ;'7' ‘




5. INSTALLATION

Connectors on the Rear Panel

Please setup the connection by following the itatgdtn shown below (network is an

optional function):

Option
/ “®
— [—
LINK ACT | CAUTIONT |
o )
A
RJ:45 TO REDUCE THE RISK OF

00000 e

mef@md VIDEOOUT ‘e \/|DEQ | =—

Connect to USB storage device

Note:

1. Extension cord is suggested
not to exceed 60cm.

2. Remove the USB only after the

detection process has been

completed.

DC Adaptor

Vid ignal li
Crsesto] cavera [

MONITOR
( )
Video signal line Connect to VIDEO IN
(VIDEO OUT) of the Monitor




6. NAME and FUNCTION of EACH PART

6.1 Front Panel

||

(o) >

(2) G. Record LED indicator.
(2) [«] : Rewind button.

3) 3 . Fast forward button.

~
@
(4) Y : Left direction button / CH 2 screen display / Nogn button 2

N
(5) 3 Up direction button / CH 1 screen displéyd 6@ 306 3A3 33

{

)

§

@)
(6) 3 Right direction button / Enter Selection/ CH 4 sardisplay / Number button 4

B
(7) : Enter / Exit Menu

(8) == IBown direction button / CH 3 screen display / Numingtton 3

(9) : Record / Stop button

(20) : Play / Pause button

I
(11) . Power LED indicator




6.2 Rear Panel

—— -®
L

| C—

LINK ACT

CAUTION!

O

RISK OF ELECTRIC SHOCK
DO NOT OPEN
WARNING:

RJ-45
DCIN 12V

TO REDUCE THE RISK OF
FIRE OR ELECTRIC SHOCK

OO0 000 e

._+ vmeoom %vmsom—l ‘

®

1)
(@)
3)
(4)
(5)

o o o o

RJ45: Internet connection terminal.

USB: Connect to external USB storage device (PhayRlay).2
Video Input [VIDEO IN]: Connect to cameras.

Video Output [VIDEO OUT]: Connect to the monitor.

DC 12V [Power Input terminal]: power socket.




/. OPERATING PROCEDURE

7.1 Power On

After power on, DVR will auto-detect its periphexgtelf-testing, auto detects the hard
disk, and etc.)

The system will detect the video input and judgeethbr the video system is
NTSC or PAL. When video input is unable to be dietg#¢VIDEO LOSS), the system
will send out an alarm, press any button to stapatlarm (it will not affect the actual
recording, but when all (1CH-4CH) video images pizzars? (@3 xéa3 uyys3

g0 =0 0Y

7.2 Monitoring Mode

This mode is a default for our system after power Onder this mode, system

supports live view for monitoring. Pre@ button, the system enters the record

—— @
—— button to start playback, pre button to enter the menu setup

During playback, pre button to return to monitoring mode. Pre

change the speed (FF1, FF2 or FF3), or ;@.button to start reverse playback.

To reset (under quad or single display), press Abutton 5 times, the message
AALL SETTING DATAIS INITIALIZED. A will be displayed by flashing 3 times, and
after reset the password will be set as defaulevd11111).

When reset procedure has been completed, the me=g€dagR RESET
COMPLETED. TURN OFF AND ON THE DVRJwill be displayed, then
please restart the DVR.

10



7.3 Record Mode

-

(?_"A MERAI

VIDEO LOSS

OFF

l\EAC'][ {FEC) (T) 2004/06/06 12:12:55 J

-

CHl: No block figure next to CH1 indicates thasinhot recording.
EACH: Record Type QUAD: Record Type
(M): TIMER RECORD (A): MOTION RECORD  (M): MDBRECORD
(1 ): Currently under recording.
VIDEO LOSS: Video input unable to be detected.
CAMERAL.: Title for CH 1.
OFF: Channel is set to “OFF”.

11




7.4 Playback Mode

TIME SEARCH

03/11/27 18:20:42 - 03/11/27 19:32:32

>01 TIME 2003/11/27 18:20:42
02 TIME 2003/11/27 16:43:56
03 TIME 2003/11/27 15:07:11

( YMOVE ( )CHANGE (PLAY)PLAY
(MENU) EXIT (FF)SELECT EVENT OR TIME

>01 TIME
} Total 7

>07

1. First presASTOPAbutton to stop record, then présRLAY Abutton to enter search
display.

2. Press AFAST FORWARDADbutton, therAPLAY Abutton to playback data
from old to new. Use up and dowA / A button to move the cursor to
the desired playback time, press /  Abutton to start playback.

3. When wish to view recorded videos of a specificetimse up/ down/ left/
right button andA  Abutton to make changes.

4. During playback presaPAUSEAbutton to pause and press again to playback.

5. PresAFAST FORWARDAbutton to fast forward playback aA®EWIND A
to rewind.

6. PressASTOPAbutton to stop playback.

12



8. SYSTEM SETUP

8.1 Menu

()

1

(3) > SYSTEM SETUP
CAMERA SETUP
RECORD SETUP
BUZZER SETUP
EVENT LIST

USB DEVICE SETTING

HARD DRIVE SETUP

(4) PRESS ( L, THEN( )

PRESS (MENU) TO EXIT !

(1) MAIN MENU: Item subject (First menu layer does hatve a subject).

(2) Menu Layer Indication: The device consists of fmenu layers.
i § First Menu Layer (Main Menu)
§ Second Menu Layer
§ Third Menu Layer
[} § Fourth Menu Layer

—_) =) =-)
e ]
'

-_—

i

(3) Menu Operation and Setup
PressA  AorA  Abutton to move the cursor ( >).

PressA  Abutton enter the sub menu.

PressAMENU Abutton:
Under second or third menu layer, the system netlirn to the previous
menu layer (second layer to first layer or thirgelato second layer) and
auto updates the modified data.
Under main menu (first menu layer), the systeifrentér live mode.
Presd Abutton, to increase or decrease the setting véhaehas been

highlighted.

(4) Menu Layer Operation Guide

13



8.2 System Setup

a ks wbdhe

(’(,f/

et SYSTEM SETUP

> TIME SETUP
PASSWORD SETUP
LOARD DEFAULT
LANGUAGE SETUP ENGLISH
VERSION V14
1

PRESS( ), THEN( )
PRESS (MENU) TO EXIT !

Cursor (>) position indicates the current functsatected.

PressA AandA Abutton to move the cursor.

PressA  Abutton to proceed.

PressAMENU Abutton to exit “System Setup”.

“System Setuplis situated on the second menu layer. Under thisunayer
user may setup the system time, password, retwstersyto default value, and
language preference, etc (VERSION displayed reptssthe FIRMWARE
version).

14



8.2.1 Time Setup

(f//

L TIME SETUP

2005/01/1117 s23 506

N

PRESS ( L, THEN( )
PRESS (MENU) TO EXIT !

Cursor (®) position indicates the current time datk selected.
UseA AorA Abutton to move the cursor.

UseA Abutton to setup time and date.

UseAMENU Abutton to exit “Time Setup”.

P wnNPRE
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8.2.2 Password Setup

PASSWORD SETUP

> PASSWORD CHANGE
MENU PASSWORD
STOP REC PASSWORD

PRESS ( L, THEN( )
PRESS (MENU) TO EXIT

Cursor (>) position indicates the current functsahected.

UseA AandA Abutton to move the cursor to the desired item .
UseA Abutton to make changes.

UseAMENU Abutton to exit “Password Setup”.

When the password is setup to “ON”, user will bquested to enter the
correct password for entering from live displaymenu selection (Default
Password: 111111).

6. When the password is setup to “ON”, user will bgquested to enter the
correct password to stop recording (Default Pasgwiir1111).

a b~ wnNPe

&3When incorrect password has been entered, “PASSWDRIDRRECTU

will be shown on the display. To disable the messagess button: QUAD,
CH1, CH2, CH3, or CH4.

16



8.2.2.1 Change Password

ahrwbdPRE

(f//

CURRENT PASSWORD

NEW PASSWORD

PRESS (MENU) TO EXIT !

PressA  Abutton to show the display above.

Enter the current password (CURRENT PASSWORD).

Enter new password (NEW PASSWORD).

Confirm the new password (CONFIRM PASSWORD).

When password change is successful, the systendigdlay “PASSWORD
CHANGED".

a 3Default Value: 111111

If password entered is incorrect, you will receiee message “NO
PASSWORD CHANGED?” to inform you (message flashagehtimes) and
the system returns to “Password setup” selection.

a3All buttons may be used as a password during passsetup, except for
the MENU button.

17



8.2.3 Load Default

(f//

LOAD DEFAULT

PRESS ( ) TO RESET

PRESS (MENU) TO EXIT

1. PressA  Abutton to show the display above.

2. Presd Abutton the messag\LL SETTING DATAIS INITIALIZED A will
be displayed by flashing 3 times, and returns taullevalue. When reset
procedure has been completed, the me®BanyéR RESET COMPLETED
TURN OFF AND ON THE DVRUwill be displayed, please restart the DVR.

3. PressAMENU Abutton to exit “Load Default Setup” selection.

18



8.3 Camera Setup

a bk~ wnNeE

CAMERA SETUP

> CAMERA ENABLE 1234
CAMERA TITLE
CAMERA SETTING
CH1 TITLE CAMERA1
CH2 TITLE CAMERA2
CH3 TITLE CAMERAS
CH4 TITLE CAMERA4

PRESS ( ), THEN( )
PRESS (MENU) TO EXIT

Cursor (>) position indicates the current functsatected.

PressA  AandA  Abutton to move the cursor.

PressA  Abutton to proceed.

PressAMENU Abutton to exit.

“Camera Setup” is situated on the second menu .layeder this menu
layer user may setup camera title (camera title@brl, CH2, CH3 and
CH4), standard camera setup, etc.

Presé AorA  Abutton to move up and down akd Abutton to change
the camera view combination (select to view therddshannel).

1) Select (- - - -), all cameras are disabled (hage display).

2) Select (1 2 3 4), all cameras are operationsdgmage display).

3) Select (- - - 4), only camera four is operati¢gGél4 image display only).

19



7. When proceeding “CH1 TITLE”, pregs Abutton to show the display

below:
V

CH1 TITLE CAMERAL
12345678

“\” indicates the position of the cursor. Prass AorA  Abutton to move the
cursor, and press  Abutton to change the title (maximum 8 characters).
8. All channel titles are setup in the same way.

Once the user formats the hard disk drive, the caritde returns to its default
setting (CAMERA1/ CAMERA2/ CAMERA3/ CAMERAA4). It ibecause this
setup is stored in the hard disk drive.

8.3.1 Camera Setup

(f//

CAMERA SETTING

> CAMERA SELECT
RECORD ENABLE
MOTION DETECTION
MOTION SENSITIVITY
HUE
CONTRAST
BRIGHTNESS

PRESS ( ), THEN( )
PRESS (MENU) TO EXIT

20
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10.

11

Cursor (>) position indicates the current functsahected.

PressA  AandA  Abutton to move the cursor to the desired item.
PressA  Abutton to make changes.

PressAMENU Abutton to exit “CAMERA SETUP” selection.

CAMERA SELECT: Presé&  Abutton to select the desired channel.
RECORD ENABLE: Pres& A button to switch the channel recording ON/ OFF.
MOTION DETECTION: Presd  Abutton to switch the motion detection function
ON/ OFF.

MOTION SENSITIVITY: Preséd.  Abutton to setup the motion sensitivity

rate (5 sensitivity rate values, 01 most sensitive)
HUE: Pres;AENTERAbutton to adjust the color of cameras (15 color

adjustment values, default value: 08).

CONTRAST: Pres& Abutton to adjust the camera contrast (15 contrast
adjustment values, default value: 08).

BRIGHTNESS: PresA Abutton to adjust camera brightness (15 color
adjustment values, default value: 08).

21



8.4 Record Setup

a ks wnhPeE

(’(,f/

RECORD SETUP

> RECORD TYPE EACH
VIDEO QUALITY NORMAL
TIME RECORD FRAMERATE 04
MOTION RECORD FRAMERATE 15
MOTION REC TIME 10
RECORD MODE

PRESS ( ), THEN( )
PRESS (MENU) TO EXIT

Cursor (>) position indicates the current functsatected.
UseA AandA Abutton to move the cursor to the desired item.

UseA  Abutton to make changes.

UseAMENU Abutton to exit “RECORD SETUP” selection.

“Record Setup” is situated on the second menu. lalyeter this selection user may
setup the following function: Record Type, Videoaf@dy Time Record Frame rate,
Motion Record Frame rate, Motion Record Time, aecirl Mode.

RECORD TYPE: Pres& Abutton to select between “QUAD” and
“EACH” mode.

VIDEO QUALITY: PressA  Abutton to select different quality recordings
(HIGH/ NORMAL/ LOW).

TIME RECORD FRAMERATE: Pres& Abutton to setup the recording
speed when “T” mode is setup under schedule ravodk.

22



9. MOTION RECORD FRAMERATE: Presk  Abutton to setup different
recording speeds per channel, suitable when therdieg speed under
schedule record mode is setup to “M” (mix) or “Ah@tion).

NTSC:30,15,10,7,5,4,3,2,1fps.
PAL :25,12,8,6,4,3,2,1fps.

10. MOTION REC TIME: Pregs Autton to setup sensor recording time after
a sensor device has been triggered (this setupidasds only active when
the recording speed under schedule record modup 0 “A”(Motion)).

8.4.1 RECORD MODE

RECORD MODE
T: TIME A: MOTION
M: TIME+MOTION
\%

<MATTTTTTTTTTTTTTTITTTTI
5 0 21181512

PRESS ( ), THEN( )
PRESS (MENU) TO EXIT

Cursor (V) position indicates the current functemiected.

UseA AandA Abutton to move the cursor to the desired item (time
UseA Abutton to make changes.

UseAMENU Abutton to exit “SECHDULE RECORD MODE” selection.

P w PR
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5. T: Time, indicates continuous record.

6. A: MOTION
When motion has been detected, it will be recordgd'Motion Record
Speed”.

7. M: TIME+MOTION
When motion has been detected, it will be recordgd'Motion Record
Speed”. Otherwise, it is recorded by “Time Recopgei”.

24



8.5 Buzzer Setup

a s wDdE

(’(,f/

BUZZER SETUP

> MOTION ALERT
VIDEO LOSS ALERT
HDD FULL ALERT
BUZZER TIME

PRESS ( L, THEN( )
PRESS (MENU) TO EXIT

Cursor (>) position indicates the current selegesition.
PressA  AandA  Abutton to move the cursor to the desired item (time

PressA  Abutton to proceed.

PressAMENU Abutton to exit “BUZZER SETUP” selection.
“BUZZER SETUPUis situated on the second menu layer. Under thisume

layer user may setup “MOTION ALERT”, “ VIDEO LOSS LERT”,
“HDD FULL ALERT”, and “BUZZER TIME".

MOTION ALERT: PressA  Abutton to setup “ON” or “OFF”, whether to
trigger the alarm when motion or sensor event le@s letected (this setup
is only active when the system is under recordistahd schedule record is
setup to “M” (Mix) or “A” (Motion)).

VIDEO LOSS ALERT: Presé  Abutton to setup “ON” or “OFF”, whether to
trigger the alarm when video loss has been detéttiexdsetup is only active
when the system is under record or live status).

25



HDD FULL ALERT: PressA  Abutton to setup “ON” or “OFF”, whether to
trigger the alarm when hard disk is full (this geta only active when the

system is under record status).
BUZZER TIME: PresA  Abutton to setup the buzzer time to continuous

(CONT), and press any button to release this setup.

26



8.6 Event List

a s wDdE

(’(,f/

EVENT LIST

> TIME SEARCH
EVENT SEARCH

PRESS ( ), THEN( )
PRESS (MENU) TO EXIT

Cursor ¢) position indicates the current function selected.

PressA AandA Abutton to move the cursor to the desired item.
PressA  Abutton to proceed.

PressAMENU Abutton to exit “EVENT LIST” selection.

“EVENT LIST Uis situated on the second menu layer. Under thisume

layer user may setup “TIME SERACH” or “EVENT SEARCH

27



8.6.1 TIME SEARCH

(f//

TIME SEARCH

05/01/13 19 u27 u16

BEGIN TIME u 05/01/1319 027 0116
END TIME 0 05/01/1515 100 U 06

( )MOVE ( )CHANGE
(MENU)EXIT (PLAY)PLAY

TIME SEARCH: Displays system recording time (begid end).
PressA  AandA  Abutton to select the desired time and date.
PressA  Abutton to setup playback starting time and date.
PressAMENU Abutton to exit “TIME SEARCH?” selection.
PressAPLAY Abutton to play.

a s wbdeE
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8.6.2 EVENT SEARCH

EVENT SEARCH

BEGIN u END u
05/01/15 15 G400 101 05/01/15 15 G400 G406

> 01 MOTION 2005/01/15 15 uo0o uol
02 MIX 2005/01/15 14 uo0o uol
03 TIME 2005/01/15 13 uo0o uol
04 MOTION 2005/01/15 12 uo0o uol

(  )MOVE ( )CHANGE
(MENU) EXIT (PLAY) PLAY !

1. EVENT SEARCH: Displays all recording events, evpage consists of 7
events, and maximum 63 stored events.
2. PressA AandA Abutton to select the desired event to playback.

3. PressAMENU Abutton to exit “EVENT SEARCH?” selection.
4. PressAPLAY Abutton to play.

a4 BEGINS ENDS
05/01/15 1% 00§ 01 05/01/15 15005 06

Displays the beginning and end time of eacmeve

29



8.7USB SETUP

3383 USB SETUP

> COPY
FORMAT/ERASE

TOTAL CAPACITY 512MB
REMAINING CAPACITY 100MB

PRESS () THEN( )
PRESS (MENU) TO EXIT

gk wNPE

©oNo

33

Cursor ¥) position indicates the current function selected.
PresA AandA Abutton to select the desired event to playback.

Pres@\  Abutton to proceed.

PresAMENU Abutton to exit “CF CARD SETUP” selection.

“USB SETUP” is situated on the second menurlalis selection enables
user to setup COPY or FORMAT/ERASE functions etc.

TOTAL CAPACITY: Total USB storage capacity.

REMAINING CAPACITY: Remaining USB storage capacity.

When remaining capacity equals zero, indicates thate are no more
space left for storage. Therefore, please preceORMAT/ ERASE
function.

a 3When message “NO USB DEVICE” appears indicatestti@mtJSB has not

been identified.

a 3When message “USB STORAGE NOT SUPPORT” appearsateh that

the USB is not supported by the DVR.

a 3When applying COPY function for the first time, aé& proceed

FORMAT/ERASE function and initialize the USB stoeagevice.

a 3Please do not use your PC to format the USB statagiee as data loss

may occur.
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EARENABUS®EeBB ce A

33333

3 3 3DAY 05/01/15

BEGIN TIME 15

END TIME 15

COPY

3 338333333333333333

PRESS () THEN( )
PRESS (MENU) TO EXIT

33

Cursor ¥) position indicates the current function selected.
PresA A andA Abutton to select the desired item.
Pres@ Abutton to setup data copy date and time, or tdeeGPY.
PresAMENU Abutton to exit “COPY”sgi g6 i A3

w W N

a3When message “USB DEVICE FULL” appears indicatest there is no
more space left for storage. The system will aetarn to “USB SETUP”
selection. If you wish to copy data, you must firgroceed
FORMAT/ERASE function.

a3When message“TIME INPUT ERROR” appears indicatest tihe time
entered by the user is incorrect. The system wilioareturn to “USB
SETUP” selection.
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L
\:\

EERRERERRE RN RN AR R RN RN ] NNNN
S 10MB
(2) ESTIMATE TIME § 2 Minute
(3) START COPY
(4) CAPACITY IS NOT ENOUGH
(5) 10% COPIED

(6) ( ) COPY
(7) PRESS(MENU)TO EXIT

° 1 £ Capacity of the copied data.

° 2+ Time required to make a data copy.

° 3+ Request to start data copy.

° 4+ Message “CAPACITY IS NOT ENOUGH?” indicates that tdata to be
copied exceeds the USB storage capacity available.

° 5+ Status / percentage complete of COPY process

° 6+ PressA  Abutton to copy.

° 7 + PressSAMENU Abutton to exit COPY selection.
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8.8 Hard Drive Setup

1111111111 HDD DRIVE SETUP NN
EERRR R ITTT Ly
> DISK FULL OVERWRITE
HDD SIZE  120103MB
HDD USED  120103MB 100%
HDD FORMAT?

PRESS( )THEN( )
PRESS(MENU)TO EXIT @

PressA AandA Abutton to select the desired item.
PressA  Abutton to proceed.

a bk wnhPeE

Cursor ¢) position indicates the current function selected.

PressAMENU Abutton to exit “‘HARD DRIVE SETUP” selection.
“HDD DRIVE SETUP’is situated on the second menuelayUnder this

menu layer user may setup to “OVERWRITE” or “STOP”.

o

When item “OVERWRITE” has been selected, préss Abutton to enable

overwrite when the HDD is full (2 options: OVERWHRETor STOP).

~

HDD SIZE: displays the capacity of the HDD.
HDD USED: displays the capacity of the HDD alreadgd.

©

& N/A indicates HDD not installed or unable to béedéed.
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8.8.1 FORMAT/ ERASE

trrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrrnd NNN

1. When proceeding “FORMAT/ ERASE” function, the abalisplay will be
shown.

2. When password entered is correct, the screen vgplaly the message
“PASSWORD CORRECT”, “HDD FORMATED” (flashes 3 times
indicates hard disk format is successful.

3. When password entered is incorrect, the screendmgfllay “PASSWORD
INCORRECT” (flashes 3 times), and returns to “HARBIVE” selection.
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9. NETWORK REMOTE CONTROL (Optional)

9.1 Network DVR Setup

Before installing the Network DVR, you need to ffisetup an IP Address, connect it
to the ADSL Modem or LAN Hub, and use IPEdit.exedst the DVR.

Note: Before using PPPoE and DDNS connection mettwe must first setup an IP
Address (using IPEDIT.exe).

9.1.1 Online with DHCP Server

Use IPEDIT.exe to find the installed Network DVRelé&ct this Network DVR in the
Camera List Window. The default configuration viak shown on the right window.
Update the IP status.

Online with DHCP Server
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9.1.2 Online without DHCP Server

1. Use IPEdit.exe to find the installed Network DVR

2. The Internet DVR without IP allocated by DHCRI\Wwave a default IP Address
of 169.254.1.13.

3. Select this Internet DVR on Camera List Window.

4. The default configuration will be shown on tigght window.

5. Under DOS mode enter “IPCONFIG” to access GeyewR and Netmask
setting values.

Online without DHCP Server

After the “Submit” button is clicked, the IP infoetion of this Network DVR wiill
be updated.

9.2 Connecting Network DVR

3 methods for connecting Network DVR:
1. Online using Intranet or Fixed IP

2. Online using ADSL (PPPoE) Router
3. Online using DDNS Server
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9.2.1 Online using Intranet or Fixed IP

Setup similar to “9.1 Network DVR Setup” .

9.2.2 Online using ADSL (PPPoE) Router

Setup similar to “9.4.3.3 Connect to ADSL by PPRPo@de”.

9.2.3 Online using DDNS Server

The DDNS service provides the dynamic IP to usergdin access to resources
connected to the Internet via a cable or DSL cotmecOnce you've decided to
apply this function, please register your domaimeaat_http://www.dyndns.org
(this website supports register free service). HaRNS service is applied to
long-term users. For more information, please refé®.4.4 DDNS Setup”.

9.2.4 Online Connection

Start the Internet Explorer, enter the IP Addreshe Network DVR into the
Address field, such as 192.168.1.31 or click tvandPEdit.

Before connection, “User name” and “Password” Wlrequested:

Default User Nameadmin

Default Passwordt234
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9.2.4.1 Install ActiveX

Before entering remote connection, please instaitivRX and check your
browser setup by following the procedures below:
a. Open Internet Explorer under “Tools”, selectéhmet Options”.

Tools Internet Options

b. Select “Security”, and then press “Custom Level”

Security -> Custom Level
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Start-up ActiveX Control
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The graphic below will be shown when first timetalbng ActiveX Mode. Please,
select “Yes” to accept installation.

Download ActiveX Control

Live view will be displayed when installation iscaessful.

Live display under ActiveX mode
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9.3 Main Display

Remote control DVR - Main Menu

& Live Display

4 DVR Control Button

4 Video Setup

a4 Configuration: Enter detail setup

Recording: Displays recording setup menu (fdewirecording).
Snapshot: Pop-up window displays live imagegtrmouse click to save.
Note! To view complete interface, PC resolution hingsadjusted to 1024*768.

9.3.1 Live Display

View/ Make changes on image display
Rotate/ Make changes on image direction
Image Recording/ Record function setup
Save Current Picture/ Save the current image
Welcome! Administrator/ Display current user name
About/ Version description
Move the cursor inside the image range, right moligeto display 9 function selections:
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9.3.2 View

Two types of display method:
a.Resizable: Adjustable image size.
b.Actual size: The actual image size.

9.3.3 Rotate

Four types of rotate settings:

a.Rotate 0: Default state

b.Rotate 180: Rotate the image by 180 degrees.
c.Flip horizontal: Image flips horizontally

d.Flip vertical: Image flips vertically

9.3.4 Image Recording

Image Recording Setup Display:
Save as JPEG: Save as picture file
Save as AVI: Save as AVI animation file

Save as JPEG:

No Limit: Unrestricted image storage (continuous).

Number: Image storage according to “number”.

Save interval: Image storage according to “1/1@sdt (e.g.: Enter “10”, then 1
frame is stored per second. Enter “50”, then 1 &asrstored in 5 seconds).

Size: Image storage according to “size”.

Time: Image storage according to “time”.

Save Path: Image storage according to “Save Path”.

Pre Name: Image storage according to “Prefix Name”.

Save as AVI:

No Limit: Unrestricted image storage (continuous).

Number: Image storage according to “number”.

Save interval: Image storage according to “1/1@sdt (e.g.: Enter “10”, then 1
avi file is stored per second. Enter “50”, thervbfaes are stored in 5 seconds).
Size: Image storage according to “size”.

Frame Rate: Image storage according to “frame rate”

Time: Image storage according to “time”.

Maximum Number of Frame in Each File: Image stoesg®rding to “maximum frame”.
Save Path: Image storage according to “Save Path”.

Pre Name: Image storage according to “Prefix Name”.

Note: Only one storage format may be selectedeeliit JPEG or AVI.
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9.3.5 Save Current Picture

Select to save live images.

9.3.6 DVR Control Setup

Supports DVR remote control function (Please réfe6-1 Front Panel Buttons
and Controls, on page 8).

9.3.7 Quality Setting

Network DVR provides 5 image quality settings. Tuser can select the quality
setting from the “Quality” list box.

Highest
High
Medium
Low
Lowest
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9.3.8 Resolution Setting

Network DVR provides six resolution settings. Theeucan select the quality
setting from the “Resolution” list box.

176x144
160x120
320x240
352x288
640x480
704x576
Note! The device supports auto video system dete¢NTSC/ PAL).

9.3.9 Advance Settings

Network DVR provides the advanced settings forftlewing:
Brightness
Contrast
Saturation
Hue

9.4. Configuration

Only the administrator can select the “Configunatiahe ordinary user account
does not have this privilege to access this functio

9.4.1 System Setting

The number on Port 1 and Port 2 may be changeds p@K” button to save the
setting.

System Setting Display
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Reboot DVR: The system need 20 seconds to reb@DWR (Rebooting
does not effect the recording function).

FirmWare update (Please refer to 6.7).

ReStore Factory Default

9.4.2 User Setting

User Authorization Setting

Add User or Change Password
Delete User Account

Current Users

User Setting Display

9.4.2.1 User Authorization Setting

Select item “Needed” to enable user authorizatiorction, then each time before
login to Network DVR the Login window will requedbr “Username” and
“Password”. To disable user authorization functeelect item “No Need”.
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9.4.2.2 New user/ Change Password

Enter a new user name and password informatiomei@mes a new user account, or

enter an existing user account, then set a newvpagdo replace the old password,

and select “OK” to create the account or changswasl. After selecting “OK”

button, the “Current User List” would display thewly created user account

(a6 U 3AA3 g 3 g 30 2306 <3 PU U @330 3MA3HH6 00 B WA

9.4.2.3 Delete User

Enter the user account that you wish to deletek ciDK” to delete the account.
After selecting “OK” button, the selected user actowill be deleted from the
“Current User List”.

9.4.3 Network Setting

9.4.3.1 Fixed IP

To setup follow the steps below:

1. Select item “Manually”.

2. Enter “IP Address”, “Subnet mask”, and "DNS”.
3. Click “OK” button to save the setting.

Network Setting Display
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9.4.3.2 DHCP

The “DHCP” is automatically set as the default ratwsetting of the Network
DVR. When a Network DVR is connected into the LAN,will issue DHCP
packets to request an IP address that is dynam&sdigned by the DHCP server. If
it is unable to get a DHCP address on a limitegsirihe Network DVR will assign
a default IP address such as “169.254.1.13".

9.4.3.3 Connect to ADSL by PPPoE mode

To setup follow the steps below:

1. After setup, rebooting enables automatic conoe¢d ADSL.

2. Enter the “Username” and “Password” fields wille account and password
provided by the ISP.

3. If item “Send mail after connected” is selectdte mail will be automatically
sent when connected to the ISP.

4. Click “OK” button to save the settings.

Note: In order to activate the function, it is nesary to reboot the device after the

setup.

1l —

O

ADSL Setting Display

If the Network DVR and ADSL modem are connectedaldyub, the user can select
item “Dial On Power Up” to perform the connect cggen. On contrary, if the
Network DVR and ADSL modem are connected diredihen please note the
following steps below:
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1. Power off Network DVR.

2. Connect Network DVR directly to the ADSL modeausifig RJ-45 Ethernet port).

3. Power-up Network DVR.

4. Network DVR start dialing.

5. Once connected, mail the IP address informa&tidime preset e-mail address.

6. After 10 times of connection failure, it abottee operation and the user can
reconnect it by LAN to find the cause.

Note: If item “Send mail after connected” is seée;tthen the Network DVR will
send a mail that contains the message “Dial Up Rirdss/ Netmask/
Gateway/ DNS Server” will be mailed to the presetal address.

Connection Message Send to User

9.4.4 DDNS Setting

Press “DDNS” server connection to start-up the fiamc It can autonomously and
automatically contact DDNS provider service whemewe router detects that its
public IP address has changed. The router logsocentaccount you setup and
maintain, and updates the account with its latebtip IP address. You may register
at DDNS Serverttp://www.dyndns.org.
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To setup follow the steps below:

1. Register at DDNS Servehttp://www.dyndns.org.

2. Apply domain name.

3. Click the “Enable” button. Enter “UserName” and $SBword” with
“DomainName”.

DDNS Setting

After registering the domain name, please enterinf@mation supplied by the
administrator to the Network DVR DDNS Account Saiti Select “Enable” button
to start-up DDNS server, and press “Submit” buttbeave the setting.

Note: To enable “Disable” function, please rebdw tlevice after disable function
has been setup.
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9.4.5 Firmware Update

When new firmware (bin file) is supplied, you mapdate the new version
firmware (bin file) to your PC by following the predures below:

Select the Firmware to be Updated

Uploading the Selected Firmware

Press “Upload” button to display the message betow, follow the instruction to
make the necessary setup.

1) —,

Firmware Update
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Press “here” button (1) to update Firmware. Prégse” button (2) to delete the file.
The message below displays the writing progrestheffirmware update. When
Firmware update is completed, it will show 100%¢ anmessage “Click here to
reboot DVR browser” will be displayed, requestingéstart the Network DVR.

Firmware Update Display

Firmware Update Completed, prompt to restart thecde
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10. HDD Player Software Description

PC Player Software

System Requirement

a OS (Operating System) Windows XP or later.

a3Use your PC to install DirectX (version DirectX fdfabove).

aseée o us @ @36 Y3 0 0 o.6 VWwouo® g3AARN@EEES?

Hardware Requirement
a4 CPU 1.0 GHz or higher.

4 RAM 512 Mbyte or higher.

1. Installation

A. Hardware Installation
Make sure that HDD is connected through IDE or Ui&Brface to the PC.

B. Software Installation

1. During installation, you will need a desktop ortl@p computer that meets these
minimum requirements: Windows XP.

2. Copy the PC Player Software to your PC (undgrdirectory, e.g.: C:\ ). When
user start-up PC Player Software, it will auto teea directory “_config”, the
purpose is to store all parameter setup suppliethéyPC Player Software.

2. Operation

Move the cursor to PC Player Software and doulien®use click to proceed.
When proceeding PC Player Software, it auto-detbet$1DD (about 1 min. to auto
detect, and may differ depending on file size).

4 Network DVR does not support player software othen PC Player software.
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3. Software Playback Interface Description
A. User Interface

<+— System Status

Figure 1

When the system detects stored materials (HDD)abwe graphic (Figure 1)
will be shown. User may operate the function bugtdn make necessary
playback adjustment or store recordings onto the PC
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§ Fast Rewind S Rewind

S Pause Playback S Forward

S Fast Forward S Quad split screen display
S CH1 Full Screen Display S CH2 Full Screen Display
S CH3 Full Screen Display S CH4 Full Screen Display

S Click “Pause” button first before clicking “ » button to capture images
BMP file, graphic (shown on “Figure 2”) will be sho and PC Playe
Software auto creates storage content “9821".

S When recording videos onto the PC, first click tiRause” button, thel
“Now Recording” button on the graphic shown by ‘lig 3”. Click agair
to stop recording (shown on the graphic by “Figditgand the PC Play
Software auto creates storage content “Capture MYS”

S Click this button to playback recorded materiat®r@d on PC); graphic
(show on “Figure 5”) will be displayed. Please stlite file to playback
press “Open” to playback. This button function imitar to “File Player”
function.

S Click this button to shut the system.

Figure 2
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Figure 3

Figure 4
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Figure 5
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B. Parameter Setup

Click “Standard Setup” button to show the graphspthy below (Figure 6). User
may use “Change” button to setup MYS and JPEGsfieage directory:

Figure 6
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11. TROUBLESHOOTING

Question

Answer

Suggested HDD Brand

Maxtor, Seagate, and Hitachi.

W W W W W W W W W W W W W W W W W Ww w w
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12. SPECIFICATIONS

Format acaeOA@UO: 33a0RAOOUA4S
. Y A ‘o~ ’3
Video Compressiorn aA.\.YAaQLNJ i
Input cOouU¢30a0s
Output 1 x BNC
Resolution | EAA3 3CEA3»4caeOVi¢3EAAS SEEE3» 4

ORY4s

Display Frame Rate

~ A o~ o~

a6 ASAAAAAAA3] 3»4caeOAE0ORYS

EA3»a0RYs

w

Division el uyg¢sla 6+38
Resolution | 46 ASECA3 3AAC3»acaOW%¢3ECAS 3A
~ |FrameRate | a6 A3ZEAAAE3N 3»acaOA3a0RY3

Recording - P ——

Quality UduG3A3a O0Oy3As3R 3

Mode a6 o0y3Asxolte+ yYyo3A3a U 3xg @06

TriggerMod¢ @ U 3%xg @6 U 3
Alarm3 . o . I’ 7 A o

Function ago <0 Uu¢3ee +30yg@ 3
HDD Az sS/EAEUUx@30xx3»a06 ASEAAUOY,
Post Alarm A EA 963

Search Method

O 3x0 g¢3cl B30 @ 3

Network (optional)

AAAAAAOG 9¢3@ 0o @ »aYCEY4:s

Backup Device

Uxx¢s3ea0s3

Power Supply

xO3AAésAAEOD:®

Weight

AAEI3pa3» 0 0 3Uxx3

Dimension (W*H*D)

AIE 3 GE 1 sAAE 3»EAEEG ® TAAEEG 2 2EAIAS

Operating Environment

A3 3EA 3aU¢3EX 03 3CAX O3»CAX

uUs sSAACX
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